Date (start, end):  9/20/05 - 9/20/05 Boring No. |Boring Location: SW corner of office

Drilling Time (start, end) 08:55 - 10:07 MW-12

Logged By: Karin W. Fresnel See Unified Soil Classification System (USCS)

Checked By: for Legend and information not noted.

Drilling Contractor: Clear Heart Drilling, Inc. MW Installed: Y N[ if no, boring backfilled with:
Driller's Name:_Pablo Trejo Gonzalas Cement [] Bentonite: Cement[[]  Grout[ ] Chips[]

Drilling Method: 8-in Hollow-Stem Auger
Sampling Method: CMSS

Hammer weight / fall: 140 Ibs / 30 inch
Notes: Continuous core from 2.0 feet

Auger Depth, ft: 15.0 Total Depth, ft: 16.0
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10571 17 FILL: base rock, dry.
1007 1 40 60| | SANDYSILT (L) Lightolive gray (5Y 6/)and
o] moderate olive brown [5Y 4/4], fine grained sand, moist,
low plasticity, mottled.
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6| o é 9.01 100 SAND (SW): Moderate olive brown (5Y 4/4), medium
5 grained sand, moist, dense.
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2l o 8.01 40 | 60 SILT (ML): Dark greenish gray [5G 4/1] Light brownish
o 751 gr?fy [10YR 6/2], fine grained sand, moist, with shells,
D : stiff.
6 12 | = SAND (SW): Olive gray (5Y 4/1), medium dense,
© medium grained sand, wet.
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sl 1 é No | No|  4.57 100| CLAY (CH): Light olive gray (5Y 5/2), stiff, wet, plastic,
5 with some roots.
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6 9 gJJ 3.01 ORGANIC SOIL (OL): peat yellowish brown
2 05 _ [10YR5/4], fim, saturated.
6 5 ' CLAY (CH): Olive gray [5Y 5/2], firm, wet, abundent
roots and grass, medium plasticity.
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sl 7 © 1.0 05 5 | SAND (SW): Olive gray (5Y 3/2), fine grained sand,
loose, saturated.
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g SAND with Silt (SW-SM): Olive gray (5Y 3/2), medium
6 1 85| 15 dense, saturated, no plasticity.
No | No
6 3 CLAYEY SAND (SC): Dark gray [N4] and Dark reddish
» gray [5YR 4/2], well graded, loose, saturated, no
6 3 2} 60 40 | plasticity, mottled.
g CLAYEY SAND (SC): Dark gray [N4], loose, saturated,
6 7 80 20 | no plasticity.

TOTAL DEPTH = 16.0 FEET
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